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Features:
* AC / DC PSU

* Input Voltage : 90V ~ 264VAC

* Protections: 

Over Voltage / Short circuit

200Khrs min.(25℃)MTBF

> +13.2VOVER VOLTAGE

> 3.3AOVER CURRENT

100mm X 100mm  X 31.6mmDIMENSION

LBW114-05, LBW1143-06, 5267-02INTERFACE

OTHERS

I/P-O/P:100M OHMS / 500VDCISOLATION RESISTANCE

I/P-O/P:1.5KVAC, I/P-FG: 1.5KVACWITHSTAND VOLTAGE
SAFETY

-30 ~ +70℃ / 5 ~ 95% RHSTORAGE TEMP., HUMIDITY

5 ~ 90% RHWORKING HUMIDITY

-20 ~ +60℃WORKING TEMP.

ENVIRONMENT

PROTECTION

< 3.5mA / 220VACLEAKAGE CURRENT

< 50A / 220VACINRUSH CURRENT

78% Full load, 220VACEFFICIENCY

47 ~ 63HzFREQUENCY RANGE

90 ~ 264VACVOLTAGE RANGE

INPUT

± 3%LOAD REGULATION

± 2%LINE REGULATION

100mV maxRIPPLE & NOISE

36WRATED POWER

0A ~ 3ACURRENT RANGE

3AOUTPUT CURRENT

+12VOUTPUT VOLTAGE

OUTPUT

SpecificationPARAMETER

ONU-FES AC/DC Power Supply 
JWE-i24


